EXCAVATION BACKFILL

0G or grading plane

=

D777 7 A

EXCAVATION
0G or grading plane

IN_TRENCH

EXCAVATION

) r// 2% =

IN_TRENCH

EXCAVATION

Embankment constructed f—600

prior to excavation ﬁ‘

IN_EMBANKMENT
STRUCTURAL STEEL PLATE ARCHES

BACKFILL

EXCAVATION

0G or grading plane

Shaped bedding
IN_TRENCH

EXCAVATION

BACKFILL

Embankment construction

prior to excavation
eooj r j ’——600
E 0
b}

/20

Shaped bedding
IN_EMBANKMENT

PIPES

Larger than 2100 mm

RILOMETER POST [SHEET] TOTAL
D‘ST} COUNTY } ROUTE ‘ TOTAL PROJECT } NG ‘SHEETS
etric
BACKFILL ‘ ‘ REGISTERED CIVIL ENGINEER

July I, 1999

PLANS. APPROVAL DATE
Tho State of Callfornlo or Ifs afficers or
ogerts spall not be resoonsibie for fhe accuracy
o7 comierensss o aiscrronie copies of s pian
roer.

0.7 S
Shaped bedding

SHAPED BEDDING
S = Larger than 2100 mm

BACKFILL

STRUCTURAL STEEL PLATE PIPE ARCHES

IN_EMBANKMENT

EXCAVATION

BACKFILL

AND VEHICULAR UNDERCROSSING

0G or grading plane

L |
o

IN_TRENCH

EXCAVATION

Embankment constructed
prior to excavation

NN

] N\

g2 N\ 77N

mg
IN_EMBANKMENT

METAL AND PLASTIC PIPES AND

CORRUGATED METAL PIPE ARCHES

2100 mm or Smaller

NOTES

. PIPES: 750 mm minimum for diameters up fto and including 1050 mm
then 2/3 diameter but no more than 1500 mm required.
CORRUGATED METAL PIPE ARCHES: 750 mm maximum.

. 2/3 Hup to 1500 mm maximum.

Slope or shore excavation sides as necessary.

. Backfill shall be placed full width of excavation except as noted.
. Diagrams do not apply fo overside drains.

Dimensions shown are minimum.

For strutting requirement of structural steel plate pipe,

arches and vehicular undercrossing during construction, see
Standard Plan D8BA.
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